ECOCLICK+

Technical Information




Technical Information — ECOCLICK+

Test Iem Standard Ecoclick™

Level of use EN 485 Z3 /33142

Dimensional

stability IS0 23797 f EM 434 =0 10% [ Mormm: <0.25% ]

Abrasion group EM &60-2 Class T

Castar chalr resistance EM £42% Mo damage

= £00rmm : =0.25mm

IS0 24342

Squareness & Stralghtness =400mm : =0 35mm
ASTM F2055 = 001 in
EN £33 = 0. 1mm

I ASTM F1714 <= B%

Impact sound Insulation IS0 10740-3 *dB

Hﬂm IS0 105-B02 =&
EN 13893 D5

I DINS1130 R10
50 26787 Ho Defects

T ASTM F925 Mo Defects

Thermal resistance IS0 8302 0.0 m@ W

hﬁgdﬂrmhiﬂ 50 23799 = 2mim

Fire resistance EM 13501-1 Bfl -1
IS0 24344 Passed
ASTHM F137 Passed

Body Voltage EMN 1815 <= ZkV

Resistance against staining IS0 246987 Passed

Underfloor heating sultability EM 12524 Suitable

Formaldehyde group EM7T17-1 E1

Indaor air quality Low V0T




