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TICARi AMACLI SARTLAR / COMMERCIAL PURPOSES

Technical Property
Density
Unit Area Mass
Wear Layer Thickness
Total Thickness
Residual Indentation
Dimensional Stability
Test For Colour Fastness
Effect of a Castor Chair
Seam Strength
Flexibility
Fire Clasification
Fire Classification

Horizontal Burning Rate

Width

Determination of staining
and resistance to chemicals

Wear Group
Usage Class

Slip Resistance

Static Electrical Propensity

Thermal Conductivity

Anti-Slip Class

Glass fiber embedded structure

Test Results

1.475+ 0.03 g/cm?

2.950 g/m?
0.70 mm
2.00 mm
0.08 mm

0.1%
6
No Deformation
=290 N/50 mm
No Crack
Bil S1

Class B1
Satisfied

200 cm

OK

Group T
34-43
DS
Antistatic

0,012 m2/K.W

R-10 (Opsiyonel) /

Optional

PVC Floor coverings are not slippery and can be used in wet areas.

PVC Floor coverings have a resistance against medical chemicals, alkalines and acids during short term contacts.

PVC floor coverings do not contain heavy metals like Hg, Cd, Cr+6 so they are suggested for the commercial areas. All of

Minimum Requirements

>0.30 mm
>1.5 mm
<0.1 mm
<0.4%
Min. 6
No deformation after 25.000 Cycles
> 240 N/ 50 mm

There must be no crack

Worst results <100 mm/min

our materials can be applied hot or cold welding and are hydrofobic. PVC floor coverings do not contain foam or cork.

Pvc floor coverings can be manufactured as antibacterial when preferred.

afao

afag

Environment Quality TS EN 649:2011
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